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Finding the Load Manager

The Load Manager can be accessed from the Start\Programs\FSD International\FSD Seneca menu, or
directly from the Aircraft\FSD Seneca V folder in FS 2004.
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Purpose of the Load manager

The Load Manager will configure your add-on paint schemes, allow you to adjust the
weight and balance of the aircraft, and many other things. It automatically formats
your Aircraft.cfg and Panel.cfg files. The advanced systems incorporated into all FSD
aircraft can also be configured with the Load Manager. An example of this would be
the damage and failure systems modeling.

Any selection made in the Load Manager will be stored and set automatically the
next time you execute it.

Add-on Paint Schemes

The Seneca V Load Manager also automatically configures all of your add-on paint
schemes, so that the Aircraft.cfg can be formatted with them. As long as the
following five aircraft textures reside within the add-on texture folder:

Fsdsenecal_T.bmp
Fsdseneca2_T.bmp
Fsdseneca3_T.bmp
Fsdseneca4_T.bmp
Fsdseneca5_T.bmp
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The Load Manager will copy the rest of the necessary textures over from the main
aircraft texture directory. If the add-on directory does not contain the Paint.cfg file

that the Load Manager uses to format the Aircraft.cfg file, one will be created
automatically.

User Interface

« FSD Piper Seneca V Version 2 Load Manager
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Brown paint scheme

Brown paint scheme Glazs Cockpit
Red-Blue [Default] standard cockpit Glags Cockpit
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You can zelect up to =ik pazsengers and 400 lbz of cargo to load the Liberty Calors Glazs Cockpit
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1. Panel Options
4. Engine Status & Repair
7. Paint Schemes

2. Realism Settings 3. Cost Options

5. Data Management 6. Cargo Weight Selection
8. Reset Defaults 9. Save Button
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Paint Schemes

All paint schemes available within the aircraft's directory structure will be listed
here. These paint schemes are formatted for you automatically, and no action

on your part is required to activate them. When the Save button is pressed, all
of the paint schemes listed here will be formatted in the Aircraft.cfg file for you.

Each paint scheme you add
will automatically be setup
with a standard cockpit and a
glass cockpit in the simulator,
and listed separately.

Hed-Blue [Detault]

Brown paint zcheme Glazs Cockpit

Fed-Blue [Default] standard cockpit Glas: Cockpit
Liberty Calars

Liberty Calors Glazs Cockpit
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Panel Options — Panel Options 1~ Realizm
If you are a licensed owner of the O Reality <P [ Realiy <P Level
Reality XP GNS 530 GPS system or the Weather Radar Gamin 530 | [Easy
WX500 Weather Radar, the Load [ wshid heater O voke visible

Manager can configure it for you visible by default by defaul &
automatically. The GPS will replace the Farward View | Configure Be
default system when the GPS view is L 2t :
opened. If a licensed copy of any of the Cost-

above is not present that selection will Currency: US Dollars Tatal Fuel
be disabled.

You can also select the forward viewing
If you do not want the control yoke and  angle that you are most comfortable with
windshield heater to be visible by default by pressing the Configure button.
on the 2D panel, simply uncheck these
options.

The view angle dialog will allow you a wide range of view angles. The display image
will show you what each precise angle looks like.

Select Forward View Angle

Cancel

o
~

Forward Yiew Angle
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Realism Options

A variety of preferences may be

selected here.
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The persistent damage modeling and
systems failures described in the POH
can be turned on and off here. Use
“Easy” if you wish to shut them off.
Three levels of realism are available, with
“Real World” being most challenging.
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You can also elect to shut off the audible
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alarm sounds if you desire.
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slider to the left increases performance
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a crisper image. Experiment and

choose what w
system.

orks best on your
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Cost Options
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The Seneca V keeps track of engine time and fuel usage as you fly. These costs are

calculated and tallied here.

‘ ERriR e BestPeil.  HiDatal

~ Cost
Currency: 15 Dallars Total Fuel Used: 395 Gal.
b aint, Ciost Q.00 Fuel Coast: 19.55
Repair Cost; .00 Fiwed Costs; 2487

- Toatal 241.43

|0ptlun5%

~ Engine 17 Stored Data—
Part Status: QK. Strbd Statusz: (] | Edit Stared

You can set your currency and price basis using the Options dialog. You can also
change the system of measure from standard (US system) to metric.

The Reset button will allow you to reset all accumulated costs to zero, and let you
start over. Note that only fuel, repair and maintenance costs are changed. Cost
based on engine time can only be set to zero by setting the engine time to zero

using the Status/Repair Options dialog.

Cost Options
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costs - but not enging time
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Status and Repair UP““"SJ
The damage status, engine time,
and time to next maintenance are ~Engine i
displayed here. If maintenance is Fart Status; 0K Stbd Status: k.
due, or repair is required, those Engine time [Hrs): 0.00 Erngine time [Hrs): 0.00
selections will become active. Hrz to nest svie: 25.00  Hrs to nest sve: 25.00
Regular maintenance or repair will [ﬂpt'""%
incur costs in the Maintenance s 3
section. [ Caio

Yo ean select 1o tn siv nassenaers and AO0 Ihs of cara0 b lnad

Failure to perform scheduled
maintenance every 25 hours of
operation will expose you to
possible engine damage from oil or
fuel system blockage.

To perform maintenance/repair, or
to reset your engine time, use the
Options button.

Maintenance Options r§|

~ Engine Repair i Engrne Time Reset———
g p g 0K
I ste ine _

Mo repairz required at this time Thiz will rezet bath part and Cancel

gtarboard engine hour counters
to zero. Thiz will alzo effect the
aircraft's cost analysis.

— Scheduled M aintenance -

[T Part engine and System
[T Starboard engineand Systems :
Mo maintenance reguired at this time s

While the engines used in the Seneca V are known as workhorses, and are very
difficult to over stress, the engines will be more prone to stress from over throttling
when the time of scheduled maintenance is exceeded. The more hours over the
recommended maintenance, the less abuse the engines will take.
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Ramp Loading

Use weight control to select the amount of weight you wish to put into the aft
compartment. If no weight is specified, the aircraft will be configured with zero
weight in this compartment. When a value is selected, press Set and the weight
change will be reflected in the Ramp Weight.

vpwonsy [y o

~Cargo
Y'ou can zelect up to six pazsengers and 180 bz of cargo to load the
Seneca. Any changes will be reflected in the ramp weight value belaw,

Fazzengers [~ Aft Cargo'wt——— — Fwd Cargo 'w't——

rg Al s

Ramp 't 3295 |bs.

In order for your changes and
preferences to take affect, and be written Press "Save” When Ready
into the simulator’s configuration files,
you must press Save. [Defaults] [ Save ] [ Exit ]
|
Wy

Data Management
The stored data for the Seneca V, such

as engine time, damage, repairs and
costs can be managed and reset by you
:Dfuyggndeswe. Just select the Manage e :
’ 0K || Edi Stored L
0.00 Data L2
e 00
Manage Fed-H
Eirown
B ronan
Red-A
Libert
Ergu:u b load the Libert
inbb wshe bl
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To reset an individual item simply select that item on the list and press Clear. That
will reset it to zero.

Manage Stored Data FXI

Stored Data ; *
Dray put into Service: October 25,2006

Ajrcraft operating hours: 0.00
Part Engine time; 0.00 hours
Starboard Engine tirme: 0.00 hours

Toreset a zpecific tem to zerofactony
zpecs, zimply elect that item and preszs
"Clear. Toreset all items select "'Clear Al

il purge the entire data et
from pour zuztem. The Load Manager will
rebuild it uging default values.

* Standard values recarded are in US
meazurement and curency

Part Fuel uzed: 3.95 gallans
Starboard Fuel used: 3.95 gallons
Fort Engine status: Operational
Starboard Engine status: Operational
Total maintenance cost: $0.00 This huttar
Total repair cost: $0.00

— Path ta Flight Sirnulator-
C:AFlight SimulatorhF53

— Path ta aircraft directon -

C:AFlight SimulatorhFS3%AircrafthF S0 Seneca

Browse

Browse
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You can clear all items to zero all at once using the Clear All button.

Manage Stored Data FXI
Ctored Data: E]

Dray put into Service: October 25,2006
Ajrcraft operating hours: 0.00

Part Engine time; 0.00 hours
Starboard Engine tirme; 0.00 hours
Fort Fuel used: 3.95 gallons

Toreset a zpecific tem to zerofactony
zpecs, zimply elect that item and preszs
"Clear. Toreset all items select "'Clear Al

Starboard Fuel used: 3.95 gallons
Fort Engine status: Operational
Starboard Engine status: Operational
Total maintenance cost: $0.00

Total repair cost: $0.00

Clear All
Thiz button will purge the entire data et
from pour zuztem. The Load Manager will
rebuild it uging default values.

* Standard values recarded are in US
meazurement and curency

— Path ta Flight Sirnulator-
C:AFlight SimulatorhF53

— Path ta aircraft directon -

C:AFlight SimulatorhFS3%AircrafthF S0 Seneca

Browse

Browse
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You can also delete the entire registry key set using the Purge button. This can be
useful in cases where your registry data may have become corrupt.

Manage Stored Data rzl
Stored Data: * Exit ]
Day put into Service: October 25,2008

Ajrcraft operating hours: 0.00 T t i e £ ek
Port Engine time: 0.00 hours o rezet a zpecific item to zerofactary

Starboard Engine time: 0.00 haurs zpecs, simply select t_hat item and press
Pt Fuel used: 2,95 g;allﬁns "Clear’’. Torezet all iterms select 'Clear All"

Starboard Fuel uzed: 3.95 gallons
Fort Engine status: Operational Clear All
Starboard Engine status; Operational

Total maintenance cost: $0.00

! T hiz button will purge the entire data zet
Total repair cost; $0.00 B

from your spstem. The Load kanager will
rebuild it uging default values.

* Standard values recarded are in U5
meazurement and currency

— Path ta Flight Sirnulator-
C:AFlight SimulatarhFS9

Browse

— Path to aircraft directon —

C:AFlight SimulatorhFS 34 dircrafthFSD Seneca W

Browse
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Configuration

To configure the aircraft.cfg and
panel.cfg files for the Seneca simply
press the Save button.

Press "Save” When Ready

[Defaults] [Savel] [ Exit ]

Most of the data written to the Flight Simulator configuration files is determined by the data
entries in the Loadout.cfg file, found in the Seneca V’s Data folder. This is a user editable text
file. If you have custom changes you need to make to the aircraft configuration, particularly,
changes to the panel, you need to make those edits here and then run the Load Manager again
(and press Save). Otherwise, if you make your changes directly to the Panel.cfg files, they will
be erased the next time you run the Load Manager.

File Edit

@E-ack = \ﬁ) L‘@ ):j Search X‘@_-Fulders

Address |75 C:\Flight Simulator\FSSyaircraftyFSD Seneca Y\Data

Yiew Favorites  Tools  Help

(- @) &

3 b737_400
) b747_400
I b777_200
= [ FSD Seneca ¥
3 Data
3 manual
I model
2 model.glass
= panel

3 panel.glass
I3 gound

I texture

Folders 2 Name <
= (3 Flight Simulator ~ [ FSD_gauge._L bmp
— [ FSD_gauge_on_L.brap
= @ Fs M FSD_Sva_off_Lbmp
= 1033 M FSD_sva_onl_L.brp
= D Aircraft M FSD_Sva_on2_L.brrp

E; senecavcl mp

M cenecavcl_T.bmp

P cenecavc1ay_Lbrmp
M cenecavc1ay_T.brmp
M cenecave1av_Lbmp
M ceriecave 1avE_T bimp
M cenecavo1avp_lbmp
M senecavc1avp_T.brmp
M senecavelfl_Lbrmp

M senecavelf_T.brrp
P cenecavelp_Lbrp

M cenecavclp_T.brrp
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If the Loadout.cfg file is missing from the aircraft’s Data folder the Load Manager will
throw this error. In this case you will likely need to reinstall the Seneca V.

Configuration Unsuccessful!

Q The Load Manager experienced the following problems formatting vour aircraft;

Could not find or open the file Loadout.cfg!-

8
Reset Defaults
You can set all panel and realism : :
options to default values by pressing Begin - ldake Your Selections
the Defaults button. Note - all stored -
preferences for these systems will be Defaults [ Save ] [ Exit ]
changed back to defaults - this cannot bagt

be reversed.

Copyright ©2006 by FSD International
All Rights Reserved
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